
BELL SYSTEM PRACTICES

Station Operations Manual
Coin Stations

COIN COLLECTORS

INSTALLATION

1.00 INTRODUCTION

1.01 This section covers location, wiring, mount-
ing, and tests for coin collector installation.

It also covers use and method of mounting back-
boards, relay shields, card holders, and out-of-
service notices.

1.02 Connections for each type coin collector
are given in related C Sections covering

connections.

1.03 Directories are covered in the C Section
entitled Directory Installations.

2.00 LOCATION

2.01 Selection of a satisfactory location is im-
portant, as coin stations are designed and

placed for public use and will contain deposited
coins which require safeguarding.

2.02 The location of a coin collector and any
associated booth or shelf should be specified

by the service order. Consult your supervisor and
obtain instruction before proceeding if a location
is not specified, or does not meet requirements.

2.03 Location requirements for booths and
shelves are covered in the C Sections

entitled Booths and Shelves, Indoor, Installation;
and Booths, Outdoor, Installation.

2.04 Height and clearance for open-type instal-
lations shall be as shown in Fig. 1.

2.05 Whenever possible and consistent with
other considerations listed in this section,

coin collector should be located in viewing range
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of the agent or other persons normally in the
vicinity.
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Fig. 1 - Required Mounting Height and Clearance

2.06 Full consideration shall be given to the
user's convenience in such items as:

. Ease of finding.

. Sufficient light.

. Privacy of conversation.

. Freedom from noise and vibration.
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