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COIN COLLECTORS
MAINTENANCE — GENERAL

1.00 INTRODUCTION

1.01 This section covers general maintenance of

coin collectors. It includes maintenance of
upper housing and of lower housing and backplate
assembly. A list of tools, gauges, and materials neces-
sary for cleaning and performing specified main-
tenance operations also is included.

1.02 Specific items of maintenance and related

tests for prepay or postpay coin collectors are
covered in the C Section entitled Coin Collectors,
Prepay, Maintenance; or Coin Collectors, Postpay,
Maintenance.

2.00 GENERAL

2.01 This section does not cover maintenance
information for special antifraud attachments
which may be installed on coin collector.

2,02 Maintenance of dials, transmitters, receivers,
handsets, cords, and ringers is described in
the C Sections covering these components.

2.03 Connections for each type of coin collector are

given in related C Sections covering con-
nections.

2.04 The 10-cent type coin collector may be used
for 5-cent service when a cutover clip is in
place.

2,05 When trouble is such that it cannot be cleared

by the craftsman, he shall report to test desk
and place a KS-7991 out-of-service sign on coin
collector. When coin collector is restored to service,
sign shall be removed. Sign shall be returned to agent
or other person responsible for the public telephone,
according to local instructions.

AuxiLIARY HANDSET DEVICES

2.06 Transmitter and Receiver Locks: Use and

method of mounting transmitter and receiver
locking devices are covered under components in the
C Section entitled Handsets, Connections and Main-
tenance. Locks are intended for use at locations
where past experience indicates need or where vandal-
ism is likely to occur, such as apartment hallways,
air, rail, or bus terminals, filling stations, outdoor
booths, etc. Locations where such locks are to be
used shall be designated locally.

2.07 Antifrost Transmitter Cover: The 118A cover

is intended for use on F- or G-type handsets
associated with coin stations located in outdoor booths
where subfreezing temperatures are encountered.
Cover prevents condensed moisture from freezing in
grid holes of transmitter. Use as required.

2.08 Antifraud Transmitter Unit: The T2 trans-

mitter unit is equipped with a special grid to
protect unit against certain fraudulent practices. It is
used in place of the T1 transmitter unit. Use as
designated locally.

2.09 Armored Cords: The H4CG-3 cord, for use

with G-type handsets, and the H3AP-3 cord,
for use with F-type handsets, are neoprene jacketed
armored cords intended for use at locations where
vandalism has been encountered. The G1G-3 and
F1K-3 handsets equipped with these cords are avail-
able. The G1G-3 handset also is equipped with a T2
transmitter unit, Locations for use shall be designated
locally.

3.00 TOOLS, GAUGES, AND MATERIAL

The following additional tools, gauges, and
materials are required in order to perform main-
tenance operations in this section.

KS-14164 Brush
KS-13786 Nylon Brush
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Pipe cleaners for cleaning

No. 320 Abrasive Cloth for cleaning relay operat-
ing fork and housing contacts

K8-2423 Cotton Twill Cloth for cleaning

Paper, Cleaning, Dextilose, 12-pound (9 by 18
inches) for cleaning

Pencil, 2B or softer lead, or equivalent, for
lubricating relay operating fork and switchhook
pivot pin

KS-7860 Potroleum Spirits

KS-14774, List 1 Lubricating Grease, 1-ounce
tube

178A Gauge for checking adjustment of gate
operating arm (shaft-type switchhook)

178B Gauge for checking adjustment of gate
operating arm (yoke-type switchhook)

139 Tool for leveling coins

265C Tool for burnishing contacts

466A Tool for adjusting housing contacts

528A Tool for removing foreign material from
locks

641A Tool (two required) to facilitate mounting
of dial

4.00 CLEANING

Cautions

1. Remove receiver or handset from switchhook
before removing or reassembling upper hous-
ing from or to backplate of coin collector
equipped for 10-cent operation. This reduces
possibility of damage to gate operating arm.

2. Do not reassemble upper housing on prepay
coin collectors without a P-349486, P-16A336,
or KS-7994 shield over relay. Shield protects
relay from being damaged by upper housing.

GENERAL

4.01 Cleaning may be done before or during main-

tenance operations, depending on circum-
stances. However, operational tests shall follow any
cleaning operations which may affect the mechanisms.
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4.02 Loose dirt or dust may be removed by using

dextilose cleaning paper, KS-2423 cloth, a
No. 5 sash brush, or equivalent. Care shall be taken
that loose dirt and dust do not get into working parts.

4.03 Transmitter mouthpieces, receiver caps, and

exterior of coin collectors may be cleaned by
using dextilose cleaning paper or KS-2423 cloth
moistened with water. Wipe dry with clean cloth or
paper.

CoiNn GAUGE

4.04 If coin gauge openings appear to be dirty or

sticky, or if a coin is stuck, clean gauge with
dextilose cleaning paper or KS-2423 cloth dampened
with KS-7860 petroleum spirits. Also, moisten pipe
cleaner, or equivalent, with KS-7860 petroleum spirits
and clean coin slots. Wipe dry.

Coin CHUTE

4.05 If coin chute appears to require cleaning or

shows definite signs of rusting on electromag-
net armature, latch spring, or gate spring, replace
chute.

e Do not attempt to clean coin chute.

CoiN RETURN

4.06 If coin return is badly rusted, coin collector
shall be replaced.

4.07 Dirty coin return or pull bucket shall be
cleaned as described below.

e To remove loose dust and dirt, use a dry
nylon KS-13786 brush.

e Apply a small quantity of KS-7860 petro-
leum spirits to a KS-13786 brush or KS-2423
cloth and scrub surfaces to be cleaned.

e Remove dirt or excess petroleum spirits from
brush by rubbing on a cleaning cloth,

e Continue removing dirt and cleaner with
brush until surface is clean and practically
dry. Give particular attention to bottom por-
tion of coin return just back of vertical step.
Cleaning cloth or paper shall be used to wipe
surfaces that can be readily reached.






